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When we set about designing the 
Titan RCV, our goal was simple: 
to create nothing short of the best.

Calling on our many years of 
engineering expertise, we looked at 
every aspect of RCV design to build 
one of the most innovative, reliable 
and cost-effective waste collection 
vehicles on the market. 

Highly robust and built to provide 
exceptionally efficient operation, 
every Titan model boasts a host  
of intelligent features.

Five pre-set compaction ratios, 
for example, allow Titan’s low-
maintenance compaction unit to 
make light work of domestic waste, 
green waste, trade waste, paper 
waste and recycled materials.

Titan’s 14-second compaction 
cycle, with optimum compaction 
at only 890rpm, saves fuel and 
reduces CO  emissions.

Plus, when mounted on the highly 
capable Mercedes-Benz Econic 
chassis, Titan is also one of the 
quietest RCVs around.

With a wide choice of body sizes 
and bin lift options, there’s a Titan 
RCV that will more than meet  
your needs.

Titan: everything you expect
from an RCV… and more!
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“Our requirements were challenging, 
mainly because we specified some bolt 
on technology to help improve productivity. 
This created a number of demands, 
especially regarding the operating software. 
CPD, however, worked tirelessly to incorporate 
our requirements and ensure that the finished 
vehicle more than met the brief.”

Paul Lodge, Transport Manager,
Malvern Hills District Council
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Low-maintenance compaction unit
Titan’s low-maintenance compaction 
unit is equipped with five pre-set  
ratios for the collection of multiple  
waste streams.

Class-leading compaction time 
Titan’s ‘next generation’ hydraulics 
system provides a rapid 14-second 
compaction cycle. The industry 
standard is 18 – 22 seconds.

Low revving – and low carbon footprint
Titan’s compaction cycle is fuel-
efficient and quiet. Requiring only 
890rpm from the chassis, it offers 
fuel savings of up to 15%, and 
reaches only 65dB(A) when fitted  
to the Mercedes-Benz Econic.  
To further boost efficiency, Titan’s 
tailgate is lowered using gravity. 

The shortest rear overhang 
Titan has the shortest rear overhang 
of all RCVs on the UK market.  
That’s more than 400mm shorter 
than one of its nearest competitors 
and means excellent manoeuvrability. 

Increased front axle payload
Titan bodies and compaction 
systems are positioned to deliver 
class-leading payloads. Only Titan  
RCVs remain legal without a counter-
balance on a 3450mm wheelbase.

Ground-level electrics
Titan’s electrics are located at 
ground level on the nearside – 
removing the need for engineers 
to work at height when carrying  
out electrical work.  

Front-mounted hydraulics
Titan’s hydraulics are mounted  
at the front of the collection body.  
The result? Better weight distribution  
and easy access, and the roof and 
hopper left clear.

Common proximity switches
Titan’s body-mounted proximity 
switches are all of the same type 
and specification – for rapid fault 
diagnosis, easy replacement and 
reduced spare parts holdings.

It’s the thought we put into
Titan that sets it apart
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It’s the thought we put into
Titan that sets it apart

Driver-friendly
in-cab control screen
Titan’s multi-function screen 
provides a wide range of information, 
including bin counter and unloading 
procedures – and also incorporates 
a rear view camera. Workshop 
access allows engineers to fine tune 
operating parameters and investigate 
fault codes with ease.

Optional on-board
weighing system
Titan bodies are designed to link
with the Mercedes-Benz on-board 
weighing system for GVW packer 
cut-off and axle overload protection. 
This removes the need for load cells 
– saving weight and cost.

Wide range of capacities 
Titan has been designed to integrate 
with the Mercedes-Benz Econic 
chassis – both electronically and 
mechanically – and is available in 
capacities from 16m³ to 27m³ and 
GVWs from 18,000kg – 32,000kg.

Titan is tough… and practical
Titan bodies are constructed from 
high-resistance materials. Hopper 
floors, tailgates and compaction 
systems are manufactured from 
CREUSABRO® 4800 steel. Titan’s 
curved sides enable easy cleaning 
and advertising. While Titan’s floor is 
specially shaped for the collection  
and draining of leachate.

Titan bin lifter options
The Titan RCV can be fitted 
with your choice of bin lifter. 
Specifying the Titan 2406 
low-level bin lifter, however, 
means benefiting from a wide 
range of features – as well as 
a further 10% improvement 
in fuel efficiency. 
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Titan: get the measure 
world-class RCV! 

Technical data

Body capacity 16 – 27m³

Bodywork weight 5800 – 6920kg

Hopper capacity 2.4m³

Cycle time 14 seconds

Compaction ratio 5:1

Max. operating pressure 200 – 250 bar

Gross vehicle weight 18,000 – 32,000kg

Dimensions (mm)

Capacity(m³) A B Width R1

16 4030 2100 2500 3900

17 4330 2100 2500 4200

18 4530 2100 2500 3250

19 4730 2100 2500 3450

21 4830 2100 2500 3900

23 5030 2100 2500 4200

27 6230 2100 2500 3750

8



C.P. Davidson: a great name 
to have behind you

As a mark of our high standards, 
we are a ‘Mercedes-Benz Qualified 
Partner’, our strong relationships with 
many leading commercial vehicle 
manufacturers enable us to offer the 
very best combinations of chassis 
and bodies.

Factor in our ISO 9001 accreditation, 
outstanding customer service, vehicle 
hire, contract hire, parts, workshop 
and maintenance solutions, and we 
really are the only municipal vehicles 
supplier you need.

At C.P. Davidson & Sons Ltd, 
we’ve built our name on 
engineering some of Britain’s  
finest municipal vehicles.

To find out more about Titan, or to 
arrange a demonstration on your 
streets, simply call 01257 224770   
or email: info@cpdavidson.co.uk

www.cpdavidson.co.uk
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C.P. Davidson & Sons Ltd, Lyons Lane,  
Chorley, Lancashire, PR7 3BL

T: 01257 224770
E: info@cpdavidson.co.uk 
www.cpdavidson.co.uk


